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OPERATORS
UNIVERSAL model

The UNIVERSAL SYSTEM operator provides automation for top-of-the range sliding doors. Its main characteristics
are flexibility and standardisation. Entries of different widths can be automated using one single operator, by
means of an arms system. Its features adapt to the entry configurations of all types of buildings (supermarkets,

hotels, airports, etc.).

POWER AMD DURABILITY

The incorporated gear motor provides power and
enables quick acceleration, even for very heavy door
leaves. It also makes the system extremely hard-
wearing, as its gear reducer is able to absorb all the
force and stress applied, meaning the pulley can be
directly coupled to the shaft.

CHARACTERISTICS AMD ADVANTAGES
« Modular
« Adaptable to all types of door frame

ELEGAMNCE AND DESIGN

The operator has a compact, elegant design. The
closing beads and cover brushes seal off and totally
cover the mechanism, hiding the internal components
from view even when the door is open and providing
it with a stylish appearance.

» The motor power provides a very high opening speed and acceleration.

* Electro-lock, locking both door leaves.

With double end stop for inclusion of a gap opening system.

+ Independent high wear-resistant aluminium alloy roller track.

Fixed with adhesive foam tape to absorb carriage movement vibrations (reducing noise).
« All peripherals protected from overvoltage by resettable fuses.
+ Battery-operated anti-panic opening system in case of power cuts.

+ Motor power control system with automatic reversal for user safety.
« Zan be connected to a PC for centralised door control or programming.

TECHNICAL SPECIFICATIONS

1450 OPERATOR 1850 OPERATOR 3200 OPERATOR

Free passage [1 leaf) 750- 1150 050~ 1550 700 - 3000
Free passage [2 leaves) 1100 - 2300 1100 - 3000 1000 - 3000
Minimum leaf width {1 leaf) 750 1000 600
Maximum weight per laaf (2 leaves) 120 + 120 Kg 120+ 120 Kg 120 + 120 Kg
Mazimum weight per leaf |1 leaf) 160 Kg 160 Kg 160 Kg
Opening speed 04 ms-09 mis 04 m's- 09 mis 04 m's - 09 m's
Closing speed 02 mi's - 06 mis 02 m's - 06 mis 02 m's - 06 m's
Maximum closing power 150 M 150N 150N
Powrer supphy 220w (single-phasz) 220w [single-phase) 220w [single-phase)
Mazimum consumption 200w 200w 200w
Mazimum leaf thickness 55 mm 55 mm S5 mm
Casing dimensions 160X 160 160 160 160 160

DOOR FRAME TYPES AVAILABLE
PANIC-BREAEKCUT COMPACT SUMLINE e CLAMP
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Motorisation profile

Gear motor

Electronic board

Power source and battery
Tensioning pulley sub-unit
Endless notched belt
Carriages

Roller track

Box section
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ERTAIN model

The price and features of the ERTAIN model sliding door are adaptable to different installation
requirements. It is designed for heavy traffic situations, both for large premises (supermarkets,
airports, hospitals, etc.) and small and medium-sized users (offices, chemists, restaurants,
points of sale in general, etc.) Its main features are its silent opening and closing movement, its
dynamic stability and its quick, easy installation.

EASY INSTALLATION ADAPTABILITY

Installation is made easy as the leaf support  The design of the carriages and the support
unit is separate from the motor unit. Part-by-  section mean all types of door frames can be
part installation means the whole door canbe installed with all types of configurations.
installed by one person, as no heavy weights

need to be handled.

CHARACTERISTICS AND ADVANTAGES
» Modular.
- Adaptable to all types of door frames.
- System for quick installation of the operator on the box section using special nuts.
» Independent high wear-resistant aluminium alloy roller track.
Fixed with adhesive foam tape to absorb carriage movement vibrations (reducing noise).
» Motor power control system with automatic reversal for user safety.
- Battery-operated anti-panic opening system in case of power cuts.
» The door's simple mechanism provides easy maintenance.
- Can be connected to a PC for centralised door control or programming.
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TECHNICAL SPECIFICATIONS

OPERATOR 1450 OPERATOR 1850 OPERATOR 3200

Free passage (1 leaf) 750- 1150 950- 1550 700 - 3000
Free passage (2 leaves) 1100 - 2300 1100 - 3000 1000 - 3000
‘Maximum weight per leaf (2 leaves) =~ 80+ 80kg 80 + 80 kg 80 + 80 kg
Maximum weight per leaf (1 leaf) 120 kg 120 kg. 120 kg
Maximum opening speed 07 m/s 07 m/s 0,7 m/s

_ Casing dimensions  135x 165 135x 165 135x 165
Maximum closing speed 0.5 m/s 0.5 m/s 0.5 /s
Maximum leaf thickness . s0mm 50 mm 50 mm
Power supply 220v (single-phase) 220v (single-phase) 220w (single-phase)
‘Maximum consumption 100w 100w 100w

DOOR FRAME TYPES AVAILABLE

PANIC-BREAKOUT COMPACT SLIMLINE CcLIp CLAMP
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Motorisation profile

Gear motor

Electronic board

Power source and battery
Tensioning pulley sub-unit
Endless notched belt
Carriages

Roller track

Box section
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OPERATORS
TELESCOPIC model
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Especially suitable for small spaces where a reasonable opening width is required and there
is insufficient space to install a sliding door leaving the desired gap. The two-leaf doors are
recommendable for shops, interior doors in corridors, offices, etc. The four-leaf doors provide
very wide access and are normally fitted in car showrooms, shops, hotels, etc.

VERSATILITY

The TELESCOPIC SYSTEM operators consist of
units common to the Universal and the Ertain
operators. The motorisation unit is Unisys
type and the box section is the one used on
the Ertain, and so most of the components are
standardised, meaning this model is modular
and reasonably-priced.

CHARACTERISTICS AND ADVANTAGES
- Modular.

NUMEROUS FEATURES

As regards functions, this operator includes all
the features of the Universal operator. It also
offers a wide range of installation options with
different types of door frame.

- System for quick installation of the operator on the box section using special nuts.

- Speed division system using a double pulley with a neoprene notched belt.

« Independent high wear-resistant aluminium alloy roller track.

Fixed with adhesive foam tape to absorb carriage movement vibrations (reducing noise).
- All peripherals protected from overvoltage and short-circuiting by resettable fuses.

« Battery-operated anti-panic opening system in case of power cufts.

+ Motor power control system with automatic reversal for user safety.

- A double door can be installed with an exclusive system.
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TECHNICAL SPECIFICATIONS

OPERATOR 1450 OPERATOR 1850 OPERATOR 3200
1800 - 2400 1800 - 3200 3200 - 3800
900 - 1200 1150 - 1600 1600 - 3000
60Kg. 60 Kg. 60 Kg.
| 100 Kg. 100 Kg. 100 kg,
[ Openingspeed  04-09ms 04-091ms 04-09m/s
[ Closingspeed  02-05ms 02 -05ms 02-05ms
i 150N 150 N 150 N
170x 235 170 % 235 170x 235
. | 220v(s0hz) 220v (50 ha) 220v (50 hz)
~ Consumption 200w 200w 200w
DOOR FRAME TYPES AVAILABLE
COMPACT SLIMLINE CLIP
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Motorisation profile

Gear motor

Electronic board

Power source and battery
Tensioning pulley sub-unit
Endless notched belt
Inner carriage

Outer carriage

Inner box section

Outer box section

Roller track

Speed division system
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